HYBALANS+ TECHNICAL DATASHEET

General information

Ducting flex 75 L=50m Blue

3 50 meter L

Specifications

Article number HBFX 01 D75

Product category Flexible ducting

Material (inner / outer) HDPE / HDPE

Colour Blue

Weight (kg) 15
Dimensions

Diameter inside (mm) 63+ 1

Diameter outside (mm) 75+1,5

Dimensions (I x w x h mm) 50000 x 76 x 76

Roll packaging dim. (Ix wxh mm) 1170 x 1170 x 360
Pallet dimensions (I x w x h mm) 1200 x 1200 x 2550
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Rolls per pallet 7
Application Insights

Application Air

Supply / Extract Supply/Extract

Avarage bending Radius (mm) 270

Temperature range (°C) -30/+80

Waviness (mm) 0,5
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Mechanical Properties

Impact Test OK
EN 61386-24 TAB 102L and Tec. Spec. M-PG05-7 6.3
Ring Stiffness > 250 N
EN 61386-24 and Tec. Spec. M-PG05-7 6.4
Flexibility and welded joint F<50N
Tec. Spec. M-PG05-7 6.5
Bending and Collapse Test OK
Tec. Spec. M-PG05-7 6.6
Technical Specifications
Maximum air flow (m3/h) 40
R-value (m?K/W) 0
Fire resistance
EN 13501-1: 2010 Class B
Anti-static 1
Surface Resistivity <1070hm
Mold and mildew protection OK
EN ISO 846 Section A
Bacteria protection OK
ISO 22196
Cleanliness
1SO 16232 CCC = A(I-K00)
Chemical Halogen Free
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Sanitized Products

Declared Quantity (%)

Sanitized® MB PE 24-71
2
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HYBALANS+ PERFORMANCE
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Table

Flow velocity pressure table

Flow rate Pressure Drop
[m/s] [Mm3/h] [Pa/m]
0,90 10 0,33
1,34 15 0,67
1,79 20 1,12
2,23 25 1,66
2,68 30 2,32
3,57 40 3,94
4,46 50 5,95
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